
관련 표준 및 코드

KS
- KS B 0950 (2002)
: Metallic Materials – Instrumented Indentation test for indentation tensile properties
- KS B 0951 (2005)
: Instrumented Indentation tests on welds in Steel – Measurement of residual stress on welded joints

KEPIC - KEPIC MDF A370 (2006)
: Measurement of the mechanical properties and residual stress by instrumented indentation test

ISO
- ISO/TR 29381 (2008)
: Measurement of mechanical properties by instrumented indentation test – Indentation tensile properties
- ISO/TS 19096 (2023)
: Evaluation of stress change using indentation force differences

ASME
- ASME Code case 2703 (2011)
: Instrumented Indentation Testing as Alternative Hardness Test for QW-290 Temper Bead Welding
- ASME Code case N-881 (2017)
: Exempting SA-508 Grade 1A From PWHT Based on Measurement of Residual Stress in Class 1 applications

GB - GB/T 39635-2020 (2020)
: Measurement of the tensile properties and residual stress by instrumented indentation test

AWS - AWS Handbook (2019)
: Measurement of Residual Stress in Weldment (Measurement by Indentation)

ASM - ASM Handbook (2025)
 : Residual Stress (Instrumented Indentation Method)

www.frontics.com

계장화압입시험이란? (Instrumented Indentation Test; IIT)



프론틱스는 정확하고 신뢰 있는 다양한 기계적 물성을 제공합니다.

강 도 5 ~ 10% 오차

충 격 인 성 10 ~ 20% 오차

파 괴 인 성 10 ~ 20% 오차

파괴변형율 10 ~ 20% 오차

경 도 3 ~ 5% 오차

계면접착력 정량적 비교

잔 류 응 력  50 MPa 이내

Mechanical Property Solutions

AI 연계 수명예측 및 제조공정 설계 Tool

NDT
현장에서 비파괴 상태진단 바로 가능

Fast Testing
실험실에서 소형시편 빠르고 용이하게

AI-IIT 솔루션은 비파괴 압입시험 데이터를 AI로 분석하여, 소재의 열화와 수명을 정량적으로 예측합니다. 프론틱스는 이를 통해

잔여수명(RUL)을 실시간 예측하고, 제조공정 최적화 및 정비 시점 제안까지 지원하는 스마트 예측 플랫폼을 제공합니다.

제조 사용∙운전

균열 발생

공정별 위험 부위에서 실시간

IIT data

IIT
비파괴 시험

전주기

Hybrid
AI Modelling

1. 단위 공정 피드백

   (주조/단조/용접/열처리/표면 처리∙∙∙)

2. 최적 설계 공정 조건 도출

1. 열화 단계 분류

2. 잔여 수명 예측 (Real PHM)

정량적이고, 역학기반 다변수 AI data

(IIT 곡선 수치 + IIT 평가 물성치)

파손
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